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NOTES: 1. REMOVE ALL LEAD AND  REMOVE ALL LEAD AND  OTHER FLASHING. 2. ALL BOLTS AND CLAMPS  ALL BOLTS AND CLAMPS  MUST BE IN PLACE TO  PROVIDE CONSTANT   COMPRESSION ON WATER  CUT-OFF MASTIC. 3. CUT THE MEMBRANE SO IT  CUT THE MEMBRANE SO IT  EXTENDS A MINIMUM OF  1/2" FROM THE   ATTACHMENT POINTS OF THE DRAIN CLAMPING RING.

AutoCAD SHX Text
WATER CUT-OFF (1 TUBE PER DRAIN)

AutoCAD SHX Text
FIELD MEMBRANE

AutoCAD SHX Text
TARGET SHEET

AutoCAD SHX Text
ROOF COVER BOARD AS SPECIFIED

AutoCAD SHX Text
TRITON PVC FIELD MEMBRANE

AutoCAD SHX Text
TRITON PVC FLASHING TARGET SHEET

AutoCAD SHX Text
PLATE AND FASTENER

AutoCAD SHX Text
MINIMUM 1-1/2"  WIDE HOT AIR WELD

AutoCAD SHX Text
SEAM

AutoCAD SHX Text
WATER CUT-OFF

AutoCAD SHX Text
SHEET OVERLAP

AutoCAD SHX Text
PLATES AND FASTENERS 6" O.C.


	Sheets and Views
	DTL


