
(NOT TO SCALE)

TRITON  PVC
TIE-IN WITH WATERSTOP PVC-UN-603
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NOTE: 1. IF ROOF DECK IS NOT SOLID, IF ROOF DECK IS NOT SOLID, GAPS BELOW THE TERMINATION BAR MUST BE FILLED AND SEALED WATERTIGHT. 2. TERMINATION BAR IS TO TERMINATION BAR IS TO PREVENT WATER FROM RUNNING UNDER NEW PVC ROOFING SYSTEM.
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NEW ROOFING - WARRANTABLE
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WATER CUT-OFF
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FILL MATERIAL
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NON-PVC FLASHING COMPATIBLE WITH EXISTING ROOFING SYSTEM
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EXISTING ROOFING SYSTEM
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WATER CAN FLOW EITHER DIRECTION OVER THE TIE-IN
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APPROVED ROOF DECK

AutoCAD SHX Text
TRITON PVC FIELD  MEMBRANE

AutoCAD SHX Text
ROOF COVER BOARD
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TERMINATION BAR FASTENED 6" O.C. 
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EXCLUDED FROM WARRANTY
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PLATE AND FASTENER 12" O.C.
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APPROVED ROOF INSULATION MECHANICALLY ATTACHED TO DECK OR SET IN FOAM ADHESIVE
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NEW WOOD NAILER
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MINIMUM 1-1/2" HOT AIR WELD
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SEAM PLATE AND FASTENER 12" O.C.
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PVC FLASHING MEMBRANE
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