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TRITON  PVC
EXPANSION JOINT - WALL TO DECK PVC-UN-601
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NOTES: 1. EXPANSION JOINT CAN BE EXPANSION JOINT CAN BE PLACED ON TOP OF WOOD CURB NEXT TO WALL. 2. MEMBRANE BELLOWS AND BATT MEMBRANE BELLOWS AND BATT INSULATION IS REQUIRED AT ALL EXPANSION JOINTS TO PREVENT AIR LEAKAGE AND CONDENSATION. 3. BASE ATTACHMENT IS REQUIRED  BASE ATTACHMENT IS REQUIRED  EVEN IN FULLY ADHERED SYSTEMS.
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MINIMUM 1-1/2" HOT AIR WELD
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MEMBRANE LOOP TO ACT AS A VAPOR RETARDER FASTENED TO WALL 12" O.C.
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SEAM PLATE AND FASTENER 12" O.C.
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CLOSED CELL FOAM ROD - DIAMETER TO BE  1-1/2 TIMES WIDTH OF OPENING
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BATT INSULATION TO PREVENT CONDENSATION
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ANY TRITON APPROVED TERMINATION
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APPROVED ROOF DECK
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APPROVED ROOF INSULATION MECHANICALLY ATTACHED TO DECK OR SET IN FOAM ADHESIVE
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TRITON PVC FIELD  MEMBRANE
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ROOF COVER BOARD
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FLASHING MEMBRANE
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