NOTES:
1. REMOVE ALL LEAD AND OTHER FLASHING.

2. TEMPERATURE OF PIPE MUST NOT EXCEED
120° F.

3. INSTALL 3 FASTENERS AND PLATES
AROUND PIPE EQUALLY SPACED FOR
PIPES UP TO 6" DIAMETER. FASTENERS
ARE TO BE NO MORE THAN 12" FROM THE
OUTSIDE FACE OF THE PIPE.

4. FASTENERS/PLATES ARE NOT REQUIRED
ON ADHERED SYSTEMS UNLESS PIPE
DIAMETER EXCEEDS 18”.
ATER CUT-OFF

STAINLESS STEEL |

BANDING CLAMP ROTAN G PVC MEMBRANE
MINIMUM 1—1/2"
WIDE HOT AIR WELD
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LATE AND FASTENER — SEE NOTE 3
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—APPROVED ROOF DECK

—ROOF COVER BOARD
TRITON PVC FIELD

MEMBRANE

APPROVED ROOF INSULATION
—MECHANICALLY ATTACHED TO
DECK OR SET IN FOAM ADHESIVE

TRITON _PVC

T’RHT()N FIELD FABRICATED PIPE FLASHING
(NOTTO SCALED

REVISION DATE: JAN 2021

DETAIL NUMBER

PVC-UN-20



AutoCAD SHX Text
DETAIL NUMBER

AutoCAD SHX Text
REVISION DATE: JAN 2021

AutoCAD SHX Text
NOTES: 1. REMOVE ALL LEAD AND OTHER FLASHING. REMOVE ALL LEAD AND OTHER FLASHING. 2. TEMPERATURE OF PIPE MUST NOT EXCEED TEMPERATURE OF PIPE MUST NOT EXCEED 120° F. 3. INSTALL 3 FASTENERS AND PLATES INSTALL 3 FASTENERS AND PLATES AROUND PIPE EQUALLY SPACED FOR PIPES UP TO 6" DIAMETER.  FASTENERS ARE TO BE NO MORE THAN 12" FROM THE OUTSIDE FACE OF THE PIPE. 4. FASTENERS/PLATES ARE NOT REQUIRED FASTENERS/PLATES ARE NOT REQUIRED ON ADHERED SYSTEMS UNLESS PIPE DIAMETER EXCEEDS 18".

AutoCAD SHX Text
MINIMUM 1-1/2"  WIDE HOT AIR WELD

AutoCAD SHX Text
PLATE AND FASTENER - SEE NOTE 3

AutoCAD SHX Text
PROTAN G PVC MEMBRANE

AutoCAD SHX Text
WATER CUT-OFF

AutoCAD SHX Text
STAINLESS STEEL BANDING CLAMP

AutoCAD SHX Text
APPROVED ROOF DECK

AutoCAD SHX Text
APPROVED ROOF INSULATION MECHANICALLY ATTACHED TO DECK OR SET IN FOAM ADHESIVE

AutoCAD SHX Text
TRITON PVC FIELD  MEMBRANE

AutoCAD SHX Text
ROOF COVER BOARD


	Sheets and Views
	DTL


