INSERT MEMBRANE
COATED METAL SCUPPER
SLEEVE AND FASTEN 6"
0.C. IN THE FLANGES

FLASH CORNERS WITH

PROTAN G MEMBRANE FLASH ENTIRE

FLANGE WITH PRO
G MEMBRANE

INSTALL SCUPPER AFTER
WALLS HAVE BEEN FLASHED

PPROVED SEALANT

MEMBRANE COATED METAL
SCUPPER SLEEVE FASTENED
6” 0.C. IN FLANGES

NOTES:
FLASH FLANGES WITH
1. WOOD NAILER MUST EXTEND PROTAN G MEMBRANE
PAST TOTAL WIDTH OF DECK .
FLANGE. IN. 1—1/2" WIDE HOT AIR WELD

4. INSTALL WALL FLASHING
PRIOR TO SCUPPER
INSTALLATION.

5. DISCONTINUE FASTENING
PLATES AT SCUPPER
OPENING.

6. MINIMUM 1-1/2" HOT AR
WELD FROM NAIL HEAD.
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—ROOF COVER BOARD

| _TRITON PVC FIELD
MEMBRANE

APPROVED ROOF INSULATION
—MECHANICALLY ATTACHED TO
DECK OR SET IN FOAM ADHESIVE

—APPROVED ROOF DECK

@ TRITON PVC

TRMTON COATED METAL SCUPPER PVC-UN-40)
(NOT 10 oCALE)
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