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SECTION 1: IDENTIFICATION OF THE SUBSTANCE & THE COMPANY
PRODUCT IDENTIFIER: All Weather Roof Mastic, AW Roof Patch
RECOMMENDED USE: For Further Information, Refer to the Product Technical Data Sheet.

MANUFACTURER: Triton, Incorporated™

DIVISION: Cedar Rapids

ADDRESS: 250 33rd Street Drive SE, Cedar Rapids, lowa, USA 52403
CONTACT NAME: Dustin Brooks

E-MAIL: info@tritonwp.com

WEBSITE: www.tritonwp.com

EMERGENCY PHONE: 1-319-861-5233

SECTION 2: HAZARD(S) IDENTIFICATION
NFPA & HMIS CLASSIFICATION:

Flammable Liquid — Category 3

Skin Irritation — Category 1A, 2

Aspiration Hazard - Category 1

Specific Organ Toxicity — Category 2

Eye Irritation — Category 2A, 2B

Carcinogenicity* — Category 1B

Germ Cell Mutagenicity — Category 1B

Reactivity - 0

*Carcinogenicity IARC Group 2B: Cumene 98-82-8, Titanium Dioxide 13463-67-7

LABEL ELEMENTS

SIGNAL WORD: Danger!

HAZARD STATEMENTS:

H226 - Flammable liquid and vapor.
H312 - Harmful in contact with skin.
H319 - Causes serious eye irritation.
H335 - May cause respiratory irritation.
H340 — May cause genetic defects.

PREVENTATION STATEMENTS

P201 - Obtain special instructions before use.

P202 - Do not handle until all safety precautions have been read and understood.
P233 - Keep container tightly closed.

P210 - Keep away from heat/sparks/open flames/hot surfaces - No smoking.
P240 - Ground/bond container and receiving equipment.

P241 - Use explosion proof electrical/ventilating/lighting/equipment.

P242 — Use only non-sparking tools.

P243 - Take precautionary measures against static discharge.

P261 - Avoid breathing dust/fume/gas/mist/vapors/spray.

P270 - Do not eat, drink, or smoke when using this product.

P264 — Wash skin thoroughly after handling.

P271 - Use only outdoors or in a well-ventilated area.

P280 - Wear protective gloves/protective clothing/eye protection/face protection.
P281 - Use personal protective equipment as required.
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RESPONSE STATEMENTS

P301 + P310 - IF SWALLOWED: Immediately call a POISON CONTROL CENTER or doctor/physician.

P303 4+ P361 + P353 - IF ON SKIN (or hair): Remove/Take off all contaminated clothing immediately. Rinse skin with water/shower.
P304 + P340 + P312 - IF INHALED: Remove victim to fresh air and keep at rest in a position comfortable for breathing. Call a POISON CENTER
or doctor/physician if you feel unwell.

P305 + P351 + P338 - IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do.
Continue rinsing.

P362 - Take off contaminated clothing and wash before reuse.

P332 + P313 - If skin irritation occurs: Get medical advice/attention.

P331 - Do NOT induce vomiting.

P337 + P313 - If eye irritation persists: Get medical advice/attention.

P308 + P313 - IF exposed or concerned: Get medical advice/attention.

P370 + P378 - In case of fire: Use water spray, alcohol resistant foam, dry chemical, or carbon dioxide for extinction.

STORAGE STATEMENTS
P403 + P235 - Store in a well-ventilated place. Keep cool.
P403 + P233 - Store in a well-ventilated place. Keep container tightly closed.

DISPOSAL STATEMENTS
P501 - Dispose of contents/container to an approved waste disposal plant.

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS

Chemical Name CAS Number Weight %
Stoddard Solvent 8052-41-3 23-24
Nonane 111-84-2 1.0
Solvent Naphtha, light aromatic 64742-95-6 3.0
1,2,4 trimethylbenzene 95-63-6 <20
Titanium Dioxide 13463-67-7 2.6
Hydrocarbon Resin 69430-35-9 15.6
Mesitylene 108-67-8 1.3
Cumene 98-82-8 0.04

*This product is a liquid and has no dust hazards. Many of the components of this product are nuisance dusts which to the best of our
knowledge do not apply as a hazard in this form. Further detail on contents is confidential. Any hazards are included in this SDS.

SECTION 4: FIRST AID MEASURES

GENERAL: Symptoms of poisoning may even occur after several hours; therefore, medical observation for at least 48 hours after the
accident. Avoid sympathomimetic drugs, as this material (or its components) could sensitize the heart to the effects of sympathomimetic
amines.

INHALATION: Remove source of exposure and move person to fresh air and keep comfortable for breathing. If victim is not breathing,
immediately begin rescue breathing. If breathing is difficult, 100% humidified oxygen should be administered by a qualified individual.
Seek medical attention immediately. Keep the affected person warm and at rest.

NOTE TO INHALATION: Inhalation overexposure can produce toxic effects. Monitor for respiratory distress. If difficulty in breathing
develops, evaluate upper respiratory tract for irritation and/or inflammation.

SKIN CONTACT: Remove contaminated shoes and clothing. Flush affected area with large amounts of water. If skin is damaged, apply a

clean dressing and seek medical attention. Do not use ointments. If skin is not damaged, clean affected area thoroughly with mild soap and
water. Seek medical attention if tissue appears damaged or in pain or irritation persists.
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EYE CONTACT: Rinse eyes cautiously with cool, clean, low pressure flowing water for at least 15 minutes, while holding the eyelids open.
Remove contact lenses, if present and easy to do. Take care not to rinse contaminated water into the unaffected eye or onto the face. If eye
irritation persists: Get medical advice/attention. Do not use eye ointment unless directed by a physician.

INGESTION: DO NOT INDUCE VOMITING. If spontaneous vomiting is about to occur, place the victim’s head below their knees. If victim is
drowsy or unconscious, place on left side with head down. Never give anything by mouth to a person who is not fully conscious. Do not
leave victim unattended. Seek medical attention immediately.

SECTION 5: FIRE-FIGHTING MEASURES
NFPA Class Il combustible liquid.

Flash Point — Closed cup 41°C (105°F)

Lower Flammable Limit — AP 0.5%

Upper Flammable Limit - AP 6.0%

Auto Ignition Temp — 230°C (446°F)

HAZARDOUS DECOMPOSITION OR BYPRODUCTS: Carbon monoxide, carbon dioxide, various hydrocarbon fragments.
Irritating vapors are formed at elevated temperatures. Fire fighters should use SCBA with a full face piece operated in positive
pressure mode.

EXTINGUISHING MEDIA: Small Fires: Use dry chemicals, carbon dioxide, foam, water fog, or inert gas (nitrogen).

Large Fires: Use foam, water fog or water spray. Water may be ineffective. Water may not extinguish the fire. Water fog and spray are
effective in cooling containers and adjacent structures. However, water can be used to cool the external walls of vessels to prevent
excessive pressure, auto ignition, or explosion. DO NOT use a solid stream of water directly on the fire as the water may spread the fire to a
larger area.

SECTION 6: ACCIDENTAL RELEASE MEASURES

EMERGENCY PROCEDURE: Ensure adequate ventilation. Evacuate personnel to safe areas. Material can create slippery conditions.

RECOMMENDED EQUIPMENT: Use personal protective equipment. Ensure adequate ventilation.

PERSONAL PRECAUTIONS: Use personal protective equipment. Ensure adequate ventilation. Material can create slippery conditions.
Remove all sources of sparks and ignition.

ENVIRONMENTAL PRECAUTIONS: Stop leak. Dike around spills, prevent material from entering sewers, drains, and bodies of water.

METHODS AND MATERIALS FOR CONTAINMENT AND CLEANING UP: Use absorbent pads and dikes. Soak up with absorbent materials.
Remove all ignition sources. Contact proper local authorities.

SECTION 7: HANDLING AND STORAGE

HANDLING: A static electrical charge can accumulate when this material is flowing through pipe, nozzles, and hoses. A static spark can
ignite accumulate vapors. Keep unused containers closed to prevent vapor buildup and ensure all equipment is properly grounded.

Misuse of empty containers can be dangerous; they may contain residual material which can ignite. Do not cut
or weld empty containers. Do not expose empty containers to open flame, sparks or heat. Dispose of all
empty containers in accordance with federal, state and local regulations.

STORAGE: Store in a cool, dry, well-ventilated area. Keep containers tightly closed. Do not store or use product near high heat, flame, or

other potential ignition sources. Do not store this material in unlabeled containers. All electrical in the storage area must comply with NFPA
National Electric Code (NEC).
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SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION
PERSONAL PROTECTIVE EQUIPMENT: Personal protective equipment should be used when working with this material in a typical outdoor
work environment.

EYE PROTECTION: Safety glasses with side shields or ANSI Z87 tested safety glasses are recommended as minimum protection.

SKIN PROTECTION: Avoid skin contact, use rubber gloves constructed of a chemically resistant material and wash hands with soap and
water before eating or drinking. Do not use gasoline or kerosene to wash hands. Mild industrial hand cleaners may be used.

RESPIRATORY PROTECTION: NIOSH approved breathing mask recommended if necessitated by situation.

GENERAL: Be sure to use this product in a well-ventilated area as vapors can build up in unventilated areas to hazardous levels and become
a combustible hazard.

ENGINEERING CONTROLS: Provide exhaust ventilation or other engineering controls to keep the airborne concentrations of vapors below
the workplace exposure limits listed below. All electrical should comply with National Electrical Code.

Components with occupational exposure limits:

Chemical Name ACGIH TWA OSHA PEL NIOSH REL NIOSH Ceiling
Stoddard Solvent 100 ppm 500 ppm 350 mg/m3 1800 mg/m3
2900 mg/m3 (15 minutes)
Solvent Naphtha, - - 25 ppm -
light aromatic 125 mg/m3
12,4 - - 25 ppm .
trimethylbenzene 125 mg/m3
Mesitylene - - 25 ppm -
125 mg/m3
Titanium Dioxide 10 mg/m3 15 mg/m3 - -
2-Butoxyethanol - 50 ppm - -
240 mg/m3

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES
VAPOR DENSITY: N.A.

SPECIFIC GRAVITY: N.A.

VOC CONTENT: 3.1%

APPEARANCE: White liquid

ODOR THRESHOLD: 2 ppm

ODOR DESCRIPTION: Mild petroleum odor
pH: N.A.

WATER SOLUBLE: No.

FLAMMABILITY: N.A.

FLASH POINT: 41.7°C (105°F)

VISCOSITY: 115-120 KU

LOWER/UPPER EXPLOSION LEVEL: N.A.
VAPOR PRESSURE mm HG @ 20°C (68°F): 0.62
DENSITY: 9.0 - 10.0 Ib/gal
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FREEZING POINT: <0°F
MELTING POINT: N.A.
BOILING POINT: 156-177°C (313-351°F)
AUTO IGNITION TEMP: N.A.
DECOMPOSITION POINT: N.A.
EVAPORATION RATE: 0.12 (But Ace =1)

SECTION 10: STABILITY AND REACTIVITY
CHEMICAL STABILITY: Stable.

CONDITIONS TO AVOID: Keep away from heat, flame and other potential ignition sources. Keep away from strong oxidizing conditions
and agents.

HAZARDOUS REACTIONS/POLYMERIZATION: Will not occur.
INCOMPATIBLE MATERIALS: Strong acids, alkalis, and oxidizers such as liquid chlorine, other halogens, hydrogen peroxide and oxygen.

HAZARDOUS DECOMPOSITION PRODUCTS: No additional hazardous decomposition products were identified other than those in Section V.

SECTION 11: TOXICOLOGICAL INFORMATION
INFORMATION ON LIKELY ROUTES OF EXPOSURE: Inhalation, Ingestion, Eye Contact, Skin Contact, Skin absorption

CARCINOGENICITY: There are lifetime inhalation carcinogenic studies indicating the titanium dioxide may cause tumors and the IARC has
re-evaluated titanium dioxide as a Group 2B. However, all studies pertain to inhalation studies and in this application the inhalation of
titanium dioxide is not possible and should not be considered a concern. It is listed here for informational purposes only.

MUTAGENICITY: No data available to indicate product or any components present at greater than 0.1% cause mutation.
REPRODUCTIVE: No data available to indicate product or any components present at greater than 0.1% may be reproductive toxicity.
TERATOGENICITY: No data available to indicate product or any components present at greater than 0.1% may cause birth defects.
TOXICITY DATA:

Petroleum Hydrocarbon distillates

Dermal, Acute LD50 (rabbit) : >2000mg/kg

Inhalation, Acute LD50 (rat) : >5.5mg/L (4 hr mist)

Oral LD50 (Rat) : >5000 mg/kg

Studies on laboratory animals have associated similar materials with eye and respiratory tract irritations and have been

shown to cause skin irritation after repeated or prolonged contact. This has been noted as defatting dermatitis and
kidney damage in laboratory animals.

SECTION 12: ECOLOGICAL INFORMATION

Duration Test Species Concentration/Conditions
96 hr LL50 Oncorhyncus mykiss 8.2mg/L

48 hr EL50 Oncorhyncus mykiss 32 mg/L

96 hr LC50 Pimephales promelas (fathead minnow) >1000 mg/I

72 hr EC50 Psuedokirchneriella Subcapitata (algae) >100 mg/I

48 hr EC50 Daphnia magna >1000 mg/I

Chronic Survival NOELR Aquatic Vertebrates 2.6 mg/L
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Chronic Growth NOELR Aquatic Vertebrates 2.6 mg/L
Chronic Survival NOELR Daphnia magna 16 mg/L
Chronic Reproduction EL 50 Daphnia magna 10 mg/L
Chronic Reproduction NOELR Daphnia magna 2.6 mg/L

PERSISTENCE AND DEGRADABILITY: No further relevant information available.

BIOACCUMULATIVE POTENTIAL: No further relevant information available.

MOBILITY IN SOIL: No further relevant information available.

OTHER ADVERSE EFFECTS: No further relevant information available.

SECTION 13: DISPOSAL CONSIDERATIONS

WASTE DISPOSAL: Please check with local and state agencies to determine proper disposal of unused or unwanted product. It is the
responsibility of the user to determine the proper transportation and disposal for unused material. Conditions of this product may change
which could cause this material to be classified as hazardous at the time of disposal. All waste must be conducted in accordance with RCRA
regulations. Contact your local EPA office for assistance.

DO NOT re-use empty containers.

SECTION 14: TRANSPORT INFORMATION

The shipping description below may not represent requirements for all modes of transportation and shipping methods or locations outside

the United States.
Regulatory UN Number Shipping name Hazard Class | Packing Group Placard
U.S.DOT Not Regulated Combustible N/A N/A N/A
IATA 1139 Coating solution 3 I A
Roof Coating
IMDG 1139 Coating solution 3 I

Roof Coating

SECTION 15: REGULATORY INFORMATION

SARA Extremely hazardous
Substances (Sections 302 &304)

This product does not contain greater than 1% of any “Extremely hazardous substances” listed
pursuant to Title Ill of the Superfund Amendments and Reauthorization Act of 1986 (SARA) section

302 or 304 as identified in 40 CFR Part 355, Appendix A and B

SARA Section 313

This product contains the following components in concentrations
greater than 0.1% for carcinogenic substances and/or 1.0% of the
substances subject to the reporting requirements of Section 313 of
the Title Ill SARA of 1986 and 40 CFR Part 372

1,2,4 Trimethylbenzene
(CASRN: 95-63-6): 2.7%

Sara Section 311 & 312
Classifications

Acute Hazard: Yes
Chronic Hazard Yes

Fire Hazard Yes
Reactivity Hazard No

CERCLA

This product contains the following components listed under the
Comprehensive Environmental Response, Compensation and

Liabilities Act of 1980 (CERCLA) in 40 CFR Part 302 Table 302.4

None

GLOBAL CHEMICAL INVENTORIES:

Present: US TSCA¥, EU, Australia, New Zealand, Canada, Korea, Philippines, China, Japan

Not Present:
Not Available: Switzerland, Taiwan
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*May be subject to TSCA 12b export notification. Contains Nonane (CASRN 111-84-2) at 3%
SCA Inventory: This product and/or its components are listed on the Toxic Substance Control Act (TSCA) inventory.

Clean Water Act: Components of this material is classified as an oil under section 311 of the Clean Water Act (CWA) and the QOil Pollution Act
of 1990 (OPA). Discharge or spills which produce a visible sheen on waters of the United States must be reported to the EPA’s National
response center at (800) 424-8802.

PA Right to Know Substances on the Pennsylvania Hazardous Substances List present at quantities of 1% or more: Titanium Dioxide.

NJ Right to Know Substances on the New Jersey Workplace Hazardous Substances List present at quantities of 1% or more: Titanium
Dioxide

CALIFORNIA PROP 65: WARNING! This product contains chemicals known to the state of California to cause cancer. The listing of Titanium
dioxide is for “airborne, unbound particles of respirable size.” The listing is not applicable to titanium dioxide when it remains bound within
a product matrix, as it is in this product.

ADDITIONAL REGULATORY REMARKS: Federal Hazardous Substances Act, related statutes, and Consumer Product Safety Commission
regulations,

as defined by 16 CFR 1500.14(b)(3) and 1500.83(a)(13): This product contains “Petroleum Distillates” which may require special labeling if
distributed in a form suitable for use in a household or by children and should display the following: Danger: Contains Petroleum Distillates!
Harmful or fatal if swallowed! Call Physician immediately. KEEP OUT OF REACH OF CHILDREN!

SECTION 16: OTHER INFORMATION
US NFPA RATINGS: Health: 1 Fire: 2 Reactivity: 0
HMIS RATINGS: Health: 1 Fire: 2 Physical Hazards: 0

REVISION INFORMATION:
Version number: 1.1
Revision Date: 7/08/2015

ABBREVIATIONS AND ACRONYMS:

DOT: US Department of Transportation

IATA: International Air Transport Association

ACGIH: American Conference of Governmental Industrial Hygienists

CAS: Chemical Abstracts Service (division of the American Chemical Society)
NFPA: National Fire Protection Association (USA)

HMIS: Hazardous Materials Identification System (USA)

VOC: Volatile Organic Compounds (USA, EU)

LC50: Lethal concentration, 50 percent

LD50: Lethal dose, 50 percent

DISCLAIMER: The information in this document is based on the information received from supplier sources and the experience of Triton,
Inc. The information given is designed only as a guide for safe handling, use, processing, storage, transportation, disposal and release and is
not to be considered as a warranty or quality specification. The information relates only to the specific material designated and may not be
valid for such material used in combination with any other material or in any process, unless specified in the text. No representation or
warranty is made by Triton, Inc. as to the accuracy or completeness of the information. Triton, Inc. makes no warranty, express or implied as
to the usability of the product.
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